NEW YORK Series
Cast Iron & Steel Posts
17" dia. base

SPECIFICATIONS

DESCRIPTION
The lighting post shall be cast iron and steel construction, massively tapered with a deep, 16-flute steel shaft and a classic 16-flute cast iron base. The shaft and base shall be joined together at the factory and shipped as one piece. Slipover, clamshell, or other multiple-piece post designs are not acceptable. The post shall be Antique Street Lamps' catalog number PZ NY17 XX finish.

MATERIALS
The post base material shall be ASTM A48 Class 30 cast iron, formed true to the pattern with complete detail. The shaft shall be tapered and fluted steel with an integral steel tenon and steel bottom cap. All exposed hardware shall be tamper resistant stainless steel. Anchor bolts to be completely hot-dip galvanized. Partially galvanized bolts are not acceptable.

DIMENSIONS
The post shall be X’-XX" in height with a 17" diameter base. The post shall taper from a 7" diameter at the top of the base to a 4.5" diameter at the post top. An integral 3" O.D. x 3" tenon shall be provided at the top for luminaire mounting. The post top shall include a transitional donut between the fluted shaft and the tenon.

INSTALLATION
The one-piece post shall be provided with four 3/4" diameter, L-type anchor bolts, 55K psi, be installed on a 12" diameter bolt circle. A door shall be provided in the base for anchorage and wiring access. A grounding screw shall be provided inside the base opposite the door.

For finish specifications and color options, see “Finish” section in catalog.
NEW YORK Series
Cast Iron & Steel Posts • 17” dia. base

ORDERING INFORMATION
Choose the boldface catalog nomenclature that best suits your needs and write it on the appropriate line.

Example: PZ NY17 13 ANPP Options

<table>
<thead>
<tr>
<th>Post Series</th>
<th>Height</th>
<th>Finish</th>
</tr>
</thead>
<tbody>
<tr>
<td>PZ NY17</td>
<td>13</td>
<td>ANPP</td>
</tr>
<tr>
<td></td>
<td>14</td>
<td>ANBK</td>
</tr>
<tr>
<td></td>
<td>15</td>
<td>ANDB</td>
</tr>
<tr>
<td></td>
<td>18</td>
<td>ANDG</td>
</tr>
<tr>
<td></td>
<td>21</td>
<td>ANVG</td>
</tr>
<tr>
<td></td>
<td>CM</td>
<td>CM</td>
</tr>
<tr>
<td></td>
<td>CS</td>
<td>CS</td>
</tr>
</tbody>
</table>

Options
- Receptacles
- Banner Arms
- Flagpole Holders
- Custom Logos
- Signage

(see Signage & Accessories section in the catalog or contact Antique Street Lamps)

NOTES:
1. For finish specifications and color options, see Finish section in catalog or contact Antique Street Lamps.

ANCHORAGE GUIDE

3/4 Ø, 55K psi, Hot Dip Galvanized L type Anchor Bolts (4 per post)

ANTIQUE Street Lamps
2011 B W. Rundberg Ln. • Austin, TX 78758 • ph(512) 977-8444 • fax(512) 977-9622